
10,000 Locks Opening with 1 KEY 

Professional Lock Management Manufacturer
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WHO WE ARE

JWM HI-TECH DEVELOPMENT CO., LTD 2

JWM was established in 2001, specializing in the R&D

and manufacturing of products for automatic

identification technology, encryption technology, and

Internet of Things technology. With its unique design

and adaptation to changing market needs, JWM has

built an international reputation. We adhere to the most

rigorous international standards such as CEN, CE,

ATEX and ISO 9001, ISO 14001, ISO45001 for our

products. Tens of international patents are held by the

company for its innovative products, which provide

safety, security, and convenience to millions of people

worldwide.

JWM High-Tech Development Co., Ltd.
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SEVEN ADVANTAGES

VANMA LOCK

SEVEN ADVANTAGES 4

Intelligent

One Key for Multiple Locks

Different Keys Open the

Same Lock

Connectivity

Online Status of Locks

Clear Hazzards

Big Data

Operation Records/Query

Statistics/Analysis

Work Traceability

Security

Fingerprint Recognition

Mutual Encryption 

Technology

Hierarchical Access Control

Practicality

304 Stainless Steel

Waterproof/Damage-proof

Innovative

Patent

202021103864.3

Enhanced

Patrol Function

Mutual Management of

Workers and Locks



SOLVE ISSUES

In your lock management

Intelligent

1 key works with different VANMA locks

Interconnected

Trace lock status in real time

Audit

Report/Data Analysis/Statistics

PROFESSIONAL MANUFACTURER KEY-CENTRIC ACCESS CONTROL SYSTEM 5



IDEAL SOLUTION

TO SOLVE YOUR PROBLEMS IN LOCK MANAGEMENT

Vanma Lock Vanma Key        Vanma Manager

Grant Access Permission,

Operation Recorded
Unique Code, No Power inside

Patent No. 2020 2 1103864.3
Unique Code, Access Rights

Updated, Define Validity

6 LOCK SYSTEM MANAGEMENT

Vanma APP

Server
Client PC

Bluetooth

WiFi

Key Cabinet

Unlock
Data Upload

Authorize

4G Key
4G

5G

Data Upload

Authorize

Record Data

Authorize

Unlock

Unlock

Unlock

Return keys

Pick Up Keys

Records Automatically
Uploaded

Return keys

Pick Up Keys

Data Upload

Authorize

Authorize

Key Box

Network
Cable



SOLUTION OF VANMA SMART LOCK SYSTEM

Three Ways To Unlock

Vanma APP

Server

Client PC

Remote Locking
And Unlocking

Distribution Box Lock

Record Upload

4G Controller

Distribution Box Lock
Remote
Authorization

APP

Distribution Box Lock

Electronic Key

X
Power Cut

Network Cable

5G

Network Controller

Unlock

Unlock

Unlock

Controller

Network Failure

LOCK SYSTEM MANAGEMENT 7



Professional Electromechanical Solution Manufacturer

VANMA LOCK PRODUCTS

SMART PADLOCK SERIES

L35 L40 L50 L50H L60

MS712 MS818 MS840 MS840L MS8011 MS8012

MS612 MS704K MS828 MS830 MS864 MS867

Firedoor Cylinder
Anti-theft Lock

Cylinder

SMART CABINET LOCK SERIES SMART LOCK CORE SERIES

Backpack Lock Electric Cylinder

8 LOCK PRODUCTS



Box Substation

Lock

OTHER LOCK SERIES

Box-typeTransformer

Padlock

Handle Lock Cable Lock Chain Lock Cashbox Lock Cam Lock U Type Lock

Bluetooth Key Fingerprint Key

SMART KEY SERIES

4G Key 4G Fingerprint Key

Smart Key Locker
Wall-Mounted

Key Cabinet

Portable

Key Cabinet

Vanma Key

Cabinet

Key Cabinet Key Cabinet Tool Cabinet Tool Car

SMART KEY CABINET/BOX

Bypass Key

Professional Electromechanical Solution Manufacturer

VANMA LOCK PRODUCTS

LOCK PRODUCTS 9



Petroleum Gas: Valve Room, Pump Station,

Pressure Regulating Cabinet

Public Transportation: Subway Turnstiles, Vending Machines,

Battery Protection Box, Advertising Light Box, Equipment Box

Logistics Vehicles: Post, Express, Tobacco, Containers

Property: Fire Door, Weak Current Well, Machine Room, Elevator,

Equipment Room

Urban Heating: Valve Room, Heating Control Cabinet, Household          

Control Box, Meter Box

Army: Munitions Depot, Ammunition Depot

Grain Depot: Warehouse, Grain Storage

Electricity: Distribution Box, Substations,
Power Equipment, Meter Box

Railway: Protective Nets, Equipment Box,

Communication Boxes, Signal Box

Bank: Cash Box, Cash Machine, Escort Truck,

Tail Box

Exhibition: Jewelry Store, Gold Store, Museum

Communication: Base Station Door, Computer

Room, Cabinet Door, Optical Delivery Box

Water Affairs: Pumping Station, Valve Room,

Equipment Room

Smart City: Street Light Box, Traffic Signal Box

10 APPLICATION AREA

APPLICATION AREA



INTERNATIONAL CASE STUDY

Power Grid

Eletrobras (Centrais Elétricas Brasileiras)

SP Group (Singapore Power Group)

Électricitédu Liban (EDL)

PLN (Perusahaan Listrik Negara)

Colombian Cable Cabinet

Mexico Electrical Meter Box

UK Solar PV Control Cabinet

Edenorte (Empresa Distribuidora de Electricidad del Norte)

Logistics Transportation

Polish Parcel Locker Network

Sri Lanka Logistics System

Indian Logistics Vehicles

UAE Logistics (Dubai Hub)

Nigerian Fuel Tanker Trucks

Colombian Port Containers

Kenya Containerized Freight Train

Smart City

Cairo Smart Street Lighting System

Botswana Municipal Traffic Management System

Russian Intelligent Recycling Kiosk

UAE Smart City Pole

Petrochemical Industry

Pakistan Natural Gas

KPC (Kuwait Petroleum Corporation)

Indonesian Oil Storage Tank

Communications

Telekom Malaysia Berhad

Telkom SA SOC Limited

Telefónica del Perú

Telekomunikasi Indonesia Selular

Mobile Telecommunications Company of Iran

Prison

Swedish Prisons

WATER UTILITIES

Dubai Electricity and Water Authority (DEWA)

Banking & Finance

Bank of Ghana (BoG)

Bank of Singapore

National Bank of Egypt (NBE)

Medical

U.S. Ambulance Medical Kit

Exhibition

Kuwait Jewelry Store

Tanzania Jewelry Store

Warehousing

Philippines Warehousing

Gambling

Ghana Lottery Bag

INTERNATIONAL CASE STUDY 11



GLOBAL CASE

Parcel Locker CFE Mexico Philippines Warehousing

Brazilian Meter Box Indian Logistics Vehicles

Dominican Distribution Cabinet Columbia Cable Cabinet Telecom Peru

12 GLOBAL CASE



Sui Northern Gas

Pipelines of Pakistan

Polk Hospital, USA

DEWA of UAE ELEKTRONIKA Indonesia               Malaysia Base Station

INTERNATIONAL CASE STUDY

Oil Transfer Company

in Nigeria
Urban Street Lamp in Cairo

Naftex, Dominician Republic

GLOBAL CASE 13

Bank of Singapore

Damas Jewelry Kuwait

Sacofa Telecommunication

Warsaw Express Telefonica Peru GBHL Kenya

Russian Recycling Kiosk

Astra Power StationMunicipal - Botswana Inspeasy BrazilKuwait Petroleum Corporation ELEKTRONIKA Indonesia



WM-2000C-FBK04

VOICE+LED

100 GROUPS

BLE 2.0

60, 000 PCS

600mAh

2 HOURS, TYPE C CHARGER

8KV CONTACT STATIC/15KV NON-CONTACT STATIC

TEMPERATURE -25°TO 70°, HUMIDITY 20% TO 95%

IP65

EX IB  Ⅱ C T4 GB

Product features

·  Access Based Management

Only one key for each user is needed.

Set with an expiration date including start and end.

Audit

Clear Audit Trails

Data Sheet

MODEL

PROMPT

FINGERPRINT

COMMUNICATION

ACCESS LOGS

BATTERY

CHARGING TIME

ESD PROTECTION

ENVIRONMENT

PROTECTION LEVEL

CERTIFICATE

VARIOUS TYPES OF VANMAKEYS

WM-2000C-FBK04

Vanma Key-BLE&Fingerprint

Bluetooth+ID+Voice Prompt

WM-2000C-BK01

Vanma Key-BLE

BlueTooth+Voice Prompt

WM-2000C-FK04

Vanma Key-Fingerprint

ID+Voice Prompt

Match Different Working Circumstances

WM-2000C-K01

Vanma Key

Voice Prompt

Item                           Parameter

Type-C Communication

Voice Indicator

LED Indicator

14 VANMA KEYS

Fingerprint

ConnectorKey

BLE

WM-2000C-EK01

Bypass Key



Patented technology with unique ID, secure AES256
encryption for common lock and key authentication

One Simple Key,

Meet All Your Need

ID Recognize

Access permission granted remotely

Set with an expiration date including start and end

Withstands moisture, shocks and bumps

Voice prompts the working status

VANMA KEYS 15



4G-Multifunctional VANMA KEYS

Match Different Working Circumstances

Product features

Access Based Management

Only One Key For Each User Is Needed.

4G remote authorization

Set With An Expiration Date Including Start And End.

Audit

Clear Audit Trails.

Remotely Permission Update

Type-C
Voice Indicator

LED Indicator

Key Connector
BLE

128*128 DOT MATRIX WHITE LIGHT

3 FUNCTION KEYS

100 SETS

4G GLOBAL COMMUNICATION

SCREEN DISPLAY + VOICE PROMPT

SUPPORT STATE SECRET SM2/SM3/SM4

60,000 PCS

1800mAh (SWITCH LOCK 10000 TIMES)

STANDARD TYPE-C

8KV CONTACT STATIC/15KV NON-CONTACT STATIC

TEMPERATURE -25°TO 70°, HUMIDITY 20% TO 95%

IP65

EX IB ⅡC T4 GB

SCREEN

BUTTONS

FINGERPRINT

COMMUNICATION

REMIND

ENCRYPTION

ACCESS LOGS

BATTERY

COMMUNICATION

ESD PROTECTION

ENVIRONMENT

PROTECTION LEVEL

CERTIFICATE

Item                           Parameter

Data Sheet

WM-2000C-EK07

4G Vanma Key-Fingerprint

4G+Fingerprint+Display

WM-2000C-EK07

4G Vanma Key

4G+Display

4G 4G 

Physical key

4G communication

16 VANMA KEYS



ACCEPT FULL CUSTOMIZATION

SERVICE-ORIENTED. CUSTOMER-NEEDS-BASED OEM

VANMA KEYS 17



L35 35           20 22 46.6          20 5           172g

L40              40 21 22           47.6 27         6.5        221g

L50 50           24.5 22 50             30.5 9.0 361g

L50H           50           23            22           50             30.5         9.0       416g

L60 60 28 25 55 32 12         593g

Data Sheet

Item Parameter

PHYSICAL                         HARDENED-STEEL WITH BRUSHED FINISHING

CYLINDER SUS304 WITH ESD PROTECTION

BLACKLIST KEYS 100 PCS

ACCESS LOGS 60 PCS

MAXIMUM TEMPERATURE 70℃

MINIMUM TEMPERATURE -25℃

HUMIDITY 20%-95%

INGRESS PROTECTION RATING IP68

CERTIFICATE          EX IB  ⅡC T4 GB

VANMA LOCK-PADLOCK

Model W1           W2          W3 H1 H2            Φ         Weight

Dimension parameters

Not A Common Lock

18 VANMA LOCK-PADLOCK

WM-2000C-L50HWM-2000C-L50 WM-2000C-L60WM-2000C-L35 WM-2000C-L40

  

  

  

  

  

  

 



VANMA LOCK-PADLOCK

NOT A COMMON LOCK

Full-featured access control to every locking point without installing

hardwired network or power connections. Vanma combines the precision

of electronic systems with the ease of installation, affordability and

ease of use of mechanical systems.

VANMA LOCK-PADLOCK 19



VANMA LOCK-SWING HANDLE LOCK (1)

Securtiy Access Monitoring

WM-2000C-MS840LWM-2000C-MS840

MS840   Units：mm

item                  parameter item                               parameter

PHYSICAL                                       HARDENED ZINC-ALLOY WITH ELECTROPLATING MINIMUM TEMPERATURE        -25℃

CYLINDER SUS304 WITH ESD PROTECTION HUMIDITY 20%-95%

BLACKLIST KEYS 100 PCS INGRESS PROTECTION RATING IP68

ACCESS LOGS 60 PCS CERTIFICATE EX IB  Ⅱ C T4 GB

MAXIMUM TEMPERATURE 70℃ WEIGHT MS840-643g, MS840L-795g

Data Sheet

MS840L Units：mm

20 VANMA LOCK-SWING HANDLE LOCK



VANMA LOCK-SWING HANDLE LOCK (2)

Securtiy Access Monitoring

WM-2000C-MS712WM-2000C-MS818

MS818 Units：mm

item                  parameter item                               parameter

PHYSICAL                                       HARDENED ZINC-ALLOY WITH ELECTROPLATING MINIMUM TEMPERATURE        -25℃

CYLINDER SUS304 WITH ESD PROTECTION HUMIDITY 20%-95%

BLACKLIST KEYS 100 PCS INGRESS PROTECTION RATING IP68

ACCESS LOGS 60 PCS CERTIFICATE EX IB  Ⅱ C T4 GB

MAXIMUM TEMPERATURE 70℃ WEIGHT MS818-644g, MS712-634g

Data Sheet

MS712 Units：mm

VANMA LOCK-SWING HANDLE LOCK 21



VANMA LOCK-SWING HANDLE LOCK (3)

Securtiy Access Monitoring

WM-2000C-MS830WM-2000C-MS828

MS828 Units：mm

item                  parameter item                               parameter

PHYSICAL                                       HARDENED ZINC-ALLOY WITH ELECTROPLATING MINIMUM TEMPERATURE        -25℃

CYLINDER SUS304 WITH ESD PROTECTION HUMIDITY 20%-95%

BLACKLIST KEYS 100 PCS INGRESS PROTECTION RATING IP68

ACCESS LOGS 60 PCS CERTIFICATE EX IB  Ⅱ C T4 GB

MAXIMUM TEMPERATURE 70℃ WEIGHT MS828-730g, MS830-610g

Data Sheet

MS830 Units：mm

22 VANMA LOCK-SWING HANDLE LOCK



VANMA LOCK-SWING HANDLE LOCK (4)

Securtiy Access Monitoring

WM-2000C-MS8012WM-2000C-MS8011

MS8011 Units：mm

item                  parameter item                               parameter

PHYSICAL                                       HARDENED ZINC-ALLOY WITH ELECTROPLATING MINIMUM TEMPERATURE        -25℃

CYLINDER SUS304 WITH ESD PROTECTION HUMIDITY 20%-95%

BLACKLIST KEYS 100 PCS INGRESS PROTECTION RATING IP68

ACCESS LOGS 60 PCS CERTIFICATE EX IB  Ⅱ C T4 GB

MAXIMUM TEMPERATURE 70℃ WEIGHT MS8011-542g, MS012-588g

Data Sheet

MS8012 Units：mm

VANMA LOCK-SWING HANDLE LOCK 23



VANMA LOCK-SWING HANDLE LOCK (5)

Securtiy Access Monitoring

WM-2000C-MS864EWM-2000C-MS864

MS864 Units：mm

item                  parameter item                               parameter

PHYSICAL                                       HARDENED ZINC-ALLOY WITH ELECTROPLATING MINIMUM TEMPERATURE        -25℃

CYLINDER SUS304 WITH ESD PROTECTION HUMIDITY 20%-95%

BLACKLIST KEYS 100 PCS INGRESS PROTECTION RATING IP68

ACCESS LOGS 60 PCS CERTIFICATE EX IB  Ⅱ C T4 GB

MAXIMUM TEMPERATURE 70℃ WEIGHT MS864 -775g

Data Sheet

WM-2000C-MS864E

HARDENED ZINC-ALLOY WITH ELECTROPLATING

SUS304 WITH ESD PROTECTION

DC12V

MOBILE APP BLUETOOTH COMMUNICATION

MULTI-LEVEL PROTECTION AGAINST OVERVOLTAGE, 

OVERCURRENT, AND ELECTROSTATIC DISCHARGE

70℃~-25℃

20%-95%

IP68

EX IB ⅡC T4 GB

785g

PRODUCT MODEL

PHYSICAL

CYLINDER

OPERATING VOLTAGE

WIRELESS COMMUNICATION

ELECTRONIC LOCK CYLINDER

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

Data Sheet

24 VANMA LOCK-SWING HANDLE LOCK



VANMA LOCK-SWING HANDLE LOCK (6)

Securtiy Access Monitoring

WM-2000C-MS867

item                  parameter item                               parameter

PHYSICAL                                       HARDENED ZINC-ALLOY WITH ELECTROPLATING MINIMUM TEMPERATURE        -25℃

CYLINDER SUS304 WITH ESD PROTECTION HUMIDITY 20%-95%

BLACKLIST KEYS 100 PCS INGRESS PROTECTION RATING IP68

ACCESS LOGS 60 PCS CERTIFICATE EX IB  Ⅱ C T4 GB

MAXIMUM TEMPERATURE 70℃ WEIGHT MS867 - 620g

Data Sheet

MS867 Units：mm

VANMA LOCK-SWING HANDLE LOCK 25



VANMA LOCK-SWING HANDLE LOCK (7)

Securtiy Access Monitoring

WM-2000C-MS704KWM-2000C-MS612

MS612 Units：mm

item                  parameter item                               parameter

PHYSICAL                                       HARDENED ZINC-ALLOY WITH ELECTROPLATING MINIMUM TEMPERATURE        -25℃

CYLINDER SUS304 WITH ESD PROTECTION HUMIDITY 20%-95%

BLACKLIST KEYS 100 PCS INGRESS PROTECTION RATING IP68

ACCESS LOGS 60 PCS CERTIFICATE EX IB  Ⅱ C T4 GB

MAXIMUM TEMPERATURE 70℃ WEIGHT MS612 - 277g; MS704K - 272g

Data Sheet

MS704K Units：mm

26 VANMA LOCK-SWING HANDLE LOCK



VANMA LOCK-SWING HANDLE LOCK

SECURTIY ACCESS MONITORING

The convenience of remote management and high-level security throughout

your business anytime and anywhere. Each lock and key stores every access

attempt, allowing managers to view audit trail of who has entered or attempted

to enter a particular location.

VANMA LOCK-SWING HANDLE LOCK 27



HARDENED ZINC-ALLOY WITH ELECTROPLATING

SUS304 WITH ESD PROTECTION

100 PCS

60 PCS

70 ℃

-25℃

20%-95%

IP68

EX IB  ⅡC T4 GB

432g

PHYSICAL

CYLINDER

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

VANMA LOCK-HANDLE LOCK

Toughest, In The Simply Way

Item                                     Parameter

28 VANMA LOCK-HANDLE LOCK

Data Sheet

WM-2000C-B01

WM-2000C-B01

Cut out



VANMA LOCK-SWING HANDLE LOCK

TOUGHEST, IN THE SIMPLY WAY

Electrostatic ProtectionSUS304IP68

VANMA LOCK-HANDLE LOCK 29



VANMA LOCK- BOX SUBSTATION LOCK

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

PHYSICAL

CYLINDER

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

Item                                    Parameter               Item          parameter

-25 ℃

20%-95%

IP68

EX IB ⅡC T4 GB

1060g / 1070g

ZINC-ALLOY

SUS304

100 PCS

60 PCS

70 ℃

Match Different Working Circumstances

30 VANMA LOCK- BOX SUBSTATION LOCK

Data Sheet

WM-2000C-MS888/888E

WM-2000C-MS888E

Solution of Vanma Electronic Lock System



VANMA LOCK- BOX SUBSTATION LOCK

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

PHYSICAL

CYLINDER

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

Item                                    Parameter               Item          parameter

-25℃

20%-95%

IP68

EX IB ⅡC T4 GB

550g

ZINC-ALLOY

SUS304

100 PCS

60 PCS

70℃

Match Different Working Circumstances

Data Sheet

WM-2000C-MS887

VANMA LOCK- BOX SUBSTATION LOCK 31



VANMA LOCK- BOX SUBSTATION LOCK

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

PHYSICAL

CYLINDER

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

Item                                    Parameter               Item          parameter

-25 ℃

20%-95%

IP68

EX IB ⅡC T4 GB

345g

ZINC-ALLOY

SUS304

100 PCS

60 PCS

70 ℃

Match Different Working Circumstances

32 VANMA LOCK- BOX SUBSTATION LOCK

Data Sheet

WM-2000C-MS887K



Remote managementWork time recordedOne key only

Passive Substation Lock

YOUR IDEAL CHOICE

TO CONTROL THE ACCESS

Remote managementRemote Lock ControlApp Lock Control

Active Substation Lock

VANMA LOCK- BOX SUBSTATION LOCK 33



FLEXIBLE ACCESS PERMISSION WAY

· Classical   Locks can be operated by any selected staffs in schedule.

· Group       Locks can be operated only by 2 staffs from different groups

· Individual Locks can be operated only by 1 specified staff

· Mixed          Locks can be operated by at least 1 specified staff in the schedule.

·  Specified   Locks can be operated only by the staff(s), who just operated the lock

DATA SHEET

HARDENED ZINC-ALLOY WITH ELECTROPLATING

SUS304 WITH ESD PROTECTION

100 PCS

60 PCS

70℃

-25℃

20%-95%

IP68

EX IB  Ⅱ C T4 GB

96g

PHYSICAL

CYLINDER

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

VANMA LOCK-CASHBOX LOCK

22,0

Match Different Working Circumstances

Item                                 Parameter

34 VANMA LOCK-CASHBOX LOCK

WM-2000C-C03

厂 。

2

55,0

i2 5

45

WM-2000C-C03



VANMA LOCK-HANDLE LOCK

LOCK MANAGEMENT BECOMES

VISIBLE AND RECORDED

AUDIT TRAILSENCRYPTION REMOTELY

VANMA LOCK-CASHBOX LOCK 35



HARDENED ZINC-ALLOY WITH ELECTROPLATING

SUS304 WITH ESD PROTECTION

100 PCS

60 PCS

70℃

-25℃

20%-95%

IP68

EX IB  Ⅱ C T4 GB

114g

PHYSICAL

CYLINDER

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

VANMA LOCK-CAM LOCK

Match Different Working Circumstances

Item Parameter

36 VANMA LOCK-CAM LOCK

Data Sheet

WM-2000C-C01

Zinc Alloy Dimensions

Stainless Steel Dimensions



FOR TRUST IN YOUR

LOCK MANAGEMENT

Audit trail feature

No risk of keys being lost

Secured and monitored remotely

VANMA LOCK-SWING HANDLE LOCK

VANMA LOCK-CAM LOCK 37



HARDENED ZINC-ALLOY WITH ELECTROPLATING

SUS304 WITH ESD PROTECTION

100 PCS

60 PCS

70℃

-25℃

20%-95%

IP68

EX IB  ⅡC T4 GB

200g

PHYSICAL

CYLINDER

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

VANMA LOCK-CABLE LOCK

Match Different Working Circumstances

Item                                  Parameter

38 VANMA LOCK-CABLE LOCK

Data Sheet

WM-2000C-GLS



YOUR LOCKOUT SOLUTION

BECOMES MORDEN

Proper lockout

Manage remotely

One key only

VANMA LOCK-LOCK FOR BOX SUBSTATION

VANMA LOCK-CABLE LOCK 39



PHYSICAL

CYLINDER

CHAIN MATERIAL

LOCKING DISTANCE

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

HARDENED ZINC-ALLOY WITH ELECTROPLATING

SUS304 WITH ESD PROTECTION

A3

230~350MM

100 PCS

60 PCS

70℃

-25 ℃

20%-95%

IP68

EX IB  Ⅱ C T4 GB

1349g

PHYSICAL

CYLINDER

CHAIN MATERIAL

BLACKLIST KEYS

ACCESS LOGS

TEMPERATURE

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

HARDENED ZINC-ALLOY WITH ELECTROPLATING

SUS304 WITH ESD PROTECTION

A3, 1000MM (CUSTOMIZED)

100 PCS

60 PCS

70℃

-25℃

20%-95%

IP68

EX IB  Ⅱ C T4 GB

904g

40 VANMA LOCK-CHAIN LOCK / U TYPE LOCK

Vanma Lock-Chain Lock

Vanma Lock-U Type Lock

Length 400.0

Operating distance MAX 350.0

Match Different Working Circumstances

Match Different Working Circumstances

Item                                    Parameter

Item                              Parameter

Operating distance MIN 230.0

Data Sheet

Data Sheet

WM-2000C-U02

WM-2000C-U01



PHYSICAL

CYLINDER

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

HARDENED ZINC-ALLOY WITH ELECTROPLATING

SUS304 WITH ESD PROTECTION

100 PCS

60 PCS

70℃

-25℃

20%-95%

IP68

EX IB  Ⅱ C T4 GB

112g

PHYSICAL

CYLINDER

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

HARDENED ZINC-ALLOY WITH ELECTROPLATING

SUS304 WITH ESD PROTECTION

100 PCS

60 PCS

70℃

-25℃

20%-95%

IP68

EX IB  Ⅱ C T4 GB

94g

VANMA LOCK-CYLINDER

Match Different Working Circumstances

Threaded hole

VANMA LOCK-ELECTRIC CYLINDER

Match Different Working Circumstances
Item Parameter

Item Parameter

VANMA LOCK-CYLINDER / ELECTRIC CYLINDER      41

Data Sheet

Data Sheet

WM-2000C-DCSX1

WM-2000C-FHSX

28.0        

2 8 , 0

37 7

C



Data Sheet

PHYSICAL

CYLINDER

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

HARDENED ZINC-ALLOY WITH ELECTROPLATING

SUS304 WITH ESD PROTECTION

100 PCS

60 PCS

70℃

- 25℃

20%-95%

IP68

EX IB  Ⅱ C T4 GB

114g

PHYSICAL

CYLINDER

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

100 PCS

60 PCS

70℃

-25℃

20%-95%

IP68

EX IB  Ⅱ C T4 GB

183g

VANMA LOCK-VALVE LOCK

HARDENED ZINC-ALLOY WITH ELECTROPLATING

SUS304 WITH ESD PROTECTION

Match Different Working Circumstances Item                                     Parameter

42 ANTI -THEFT LOCK CYLINDER / VALVE LOCK

Data Sheet

WM-2000C-FMSX

WM-2000C-6068SX

ANTI-THEFT LOCK CYLINDER

Match Different Working Circumstances Item                                     Parameter



PHYSICAL

CYLINDER

BLACKLIST KEYS

ACCESS LOGS

MAXIMUM TEMPERATURE

MINIMUM TEMPERATURE

HUMIDITY

INGRESS PROTECTION RATING

CERTIFICATE

WEIGHT

Item                                  Parameter

Data Sheet

WM-2000C-C02

SMART BACKPACK LOCK

Match Different Working Circumstances

HARDENED ZINC-ALLOY WITH ELECTROPLATING

SUS304 WITH ESD PROTECTION

100 PCS

60 PCS

70℃

-25℃

20%-95%

IP68

EX IB ⅡC T4 GB

183g

SMART BACKPACK LOCK 43



Fingerprint collector with integrated semiconductor and fingerprint sensor, featuring low power
consumption, simple interface, high durability and good applicability.

Adapting to WM-2000C-FK04/FBK04 intelligent electronic keys.

The communication base is made of metal, USB communication,

collecting lock ID and initializing locks,  adapting to WM-2000C

series lock products.

FINGERPRINT COLLECTOR

Match Different Working Circumstances
Item Parameter

FINGERPRINT COLLECTOR / COMMUNICATION BASE      44

Data Sheet

WM-2000C-FC01

WM-2000C-LT01

IMAGE SIZE

IMAGE PIXELS

DPI

SENSOR WEAR RESISTANCE TIMES

STORAGE CAPACITY

FAR

FRR

COMMUNICATION PORT

UART

SUPPLY VOLTAGE 

MAXIMUM CURRENT

COLLECTOR WEIGHT

DIMENSION

12.8mmx18mm

256*360

508

>100000

300 groups fingerprint

<0.001%

<1%

USB

57600

5.0±0.3（V）

<60（mA)/VDD

<300g

88mmx55mmx14mm(without connecting cable)

COMMUNICATION BASE

Match Different Working Circumstances



HOUSING MATERIAL

OPERATING VOLTAGE

WIRED COMMUNICATION

WIRELESS COMMUNICATION

EXTERNAL ANTENNA

EXTERNAL LOCK/DOOR SENSOR

OPERATING TEMPERATURE

OPERATING HUMIDITY

Item                                  Parameter

45 CONTROLLER

Data Sheet

Network Controller

CONTROLLER

Match Different Working Circumstances

ALUMINUM PROFILE

DC12V / DC3.3V

RJ45

4G and BLE

4G and BLE

1-TO-6 DESIGN

TEMPERATURE (-25°C TO 70°C)

HUMIDITY (20% TO 95% RH, NON-CONDENSING)

4G Controller



VANMA MANAGER

Manage every lock, key and access with remote management

Audit Trail

Vanma® bring full-featured access

control to every locking point

One Key Only

Patented unique ID technology 

secure the key information. If a 

key gets lost, key can’t be

revalidated which reduces security 

risk without rekeying

Visual Overview of Security System

Manager helps you manage your 

operation’s daily security, access 

rights and control with clarity and 

simplicity

VANMA MANAGER 46



SYSTEM SOFTWARE ADVANTAGES

WEB STRUCTURE

BS architecture, multi-terminal login, 

role assignment and management. 

Both web and desktop versions are supported.

ALGORITHM OPTIMIZATION

Through unique algorithm

optimization technology,

Realize fast access to big data handle.

DATA SECURITY

End-to-end unique system

code matching verification

mechanism ensures data security.

CROSS-PLATFORM

Support Windows/Linux/MacOS

mainstream systems.

TASK FLOW

The system software can

realize task flow management.

ELECTRONIC MAP

The system supports Baidu, 

Gaode, Google and Tiantu.

AUTHORIZATION MODE

Multiple authorization methods, 

including administrator, 

management APP and application.

APP

Supporting App working terminal

Android/iOS dual-platform Bluetooth

communication and wireless transmission.

GUIDED

Guided UI interactive operation is

more comfortable and convenient.

MULTI-BROWSER

Google Chrome, Firefox, IE10.

TILORED

Deep customization of system

software supporting various

business requirements.

CONVENIENT EXPANSION

The system software provides a completely

independent API data interface

to facilitate third-party integration.

47 VANMA MANAGER



FACE ID KEY MANAGEMENT LOCK MANAGEMENT                            TASK LIST                                         RECORD

EASIER FLEXIBLE FAST

OEM PROVIDED

VANMA LOCK APP 48



VANMA LOCK

APP

ANDROID AND IOS SUPPORTED

Makes it possible to update keys remotely anywhere

and anytime, from an iOS or Android device. Every

VANMA BLE KEY is equipped with Bluetooth technology,

so users can update access rights off-site. No need

to return to an administrator to receive or update your

keys.

49 VANMA LOCK APP



SMART KEY CABINET
security management manufacturer

Vanma Key Cabinet
Vanma Key Cabinet

（Wall-mounted）

Vanma Key Cabinet

(Portable)
Vanma Key Box

SMART KEY CABINET     50



SMART KEY CABINET
security management manufacturer

Smart Locomotive Key Cabinet
Smart Tool Storage Cabinet

Intelligent Tool Storage Vehicle

Smart Locomotive Key Cabinet

51 SMART KEY CABINET



KEY QUANTITY

VERIFICATION

OPERATION SCREEN

OPERATION SYSTEM

COMMUNICATION

SERVICE LIFE

BOX MATERIAL

SURFACE TREATMENT

DOOR MATERIAL

INSTALLATION

INPUT VOLTAGE

WORKING VOLTAGE

POWER

WORKING TEMPERATURE

WORKING HUMIDITY

PRODUCT WEIGHT

16-160（CUSTOMIZED）

IC CARD/FINGERPRINT/FACE ID/PASSWORD

15 INCH, TOUCH (CUSTOMIZED)

LINUX

NET-WIRED、WIFI

1 MILLION

1.5MM COLD ROLLED STEEL PLATE

ELECTROSTATIC SPRAY

4MM ACRYLIC，1.5MM METAL DOOR

DESKTOP (WALL HANGING)

AC220V±10% 50HZ±4%

DC12V

150W

-20°C~55°C

20%-95% RELATIVE HUMIDITY, NON-CONDENSING

120Kg

Verification Communication         Alarm                            Authorization

Face ID

Fingerprint

IC Card

Password

Remote

Specified

Mutual

Individual

Net-wired

WiFi

4G/5G

Time Out

Wrong Operation

VANMA KEY CABINET

Item Parameter

Your Key Is Secured

Data Sheet

WM-2000C-EKM

Data Sheet

2SMART KEY CABINET     52



KEY QUANTITY

VERIFICATION

OPERATION SCREEN

OPERATION SYSTEM

COMMUNICATION

SERVICE LIFE

BOX MATERIAL

SURFACE TREATMENT

DOOR MATERIAL

INSTALLATION

INPUT VOLTAGE

WORKING VOLTAGE

POWER

WORKING TEMPERATURE

WORKING HUMIDITY

PRODUCT WEIGHT

16-28（CUSTOMIZED）

IC CARD/FINGERPRINT/FACE ID/PASSWORD

15 INCH, TOUCH (CUSTOMIZED)

LINUX

NET-WIRED、WIFI

1 MILLION

1.5MM COLD ROLLED STEEL PLATE

ELECTROSTATIC SPRAY

4MM ACRYLIC，1.5MM METAL DOOR

DESKTOP (WALL HANGING)

AC220V±10% 50HZ±4%

DC12V

150W

-20°C~55°C

20%-95% RELATIVE HUMIDITY, NON-CONDENSING

40Kg

Verification Communication         Alarm                            Authorization

Face ID

Fingerprint   

IC Card

Password

Remote

Specified

Mutual

Individual

Net-wired

WiFi

Time Out

Wrong Operation

VANMA KEY CABINET

Item Parameter

Your Key Is Secured

53 SMART KEY CABINET

Data Sheet

WM-2000C-EKMW

Data Sheet



KEY QUANTITY

VERIFICATION

OPERATION SCREEN

OPERATION SYSTEM

COMMUNICATION

SERVICE LIFE

BOX MATERIAL

SURFACE TREATMENT

DOOR MATERIAL

INSTALLATION

INPUT VOLTAGE

WORKING VOLTAGE

POWER

WORKING TEMPERATURE

WORKING HUMIDITY

PRODUCT WEIGHT

8/12（CUSTOMIZED）

IC CARD/FINGERPRINT/FACE ID/PASSWORD

10 INCH, TOUCH (CUSTOMIZED)

LINUX

NET-WIRED、WIFI

1 MILLION

1.5MM COLD ROLLED STEEL PLATE

ELECTROSTATIC SPRAY

4MM ACRYLIC，1.5MM METAL DOOR

DESKTOP (WALL HANGING)

AC220V±10% 50HZ±4%

DC12V

150W

-20°C~55°C

20%-95% RELATIVE HUMIDITY, NON-CONDENSING

18Kg

Verification Communication         Alarm                            Authorization

Face ID

Fingerprint   

IC Card

Password

Remote

Specified

Mutual

Individual

Net-wired

WiFi

Time Out

Wrong Operation

VANMA KEY CABINET

Item Parameter

Your Key Is Secured

Data Sheet

WM-2000C-EKMW

Data Sheet

2SMART KEY CABINET     54



FOR TRUST IN YOUR

LOCK MANAGEMENT

Date upload

Key charging

Key management



MODEL

KEYS

MATERIAL

SURFACE TREATMENT

OPERATING SYSTEM 

COMMUNICATION

SERVICE LIFE

WORKING VOLTAGE

TEMPERATURE

HUMIDITY

WM-2000C-EKB

5-20 (OEM)

1.5MM COLD ROLLED STEEL PLATE

SPRAY PLASTIC

Linux

USB

1 MILLION TIMES

DC12V

-20°C~55°C

20%-95%

Auto Authorization Auto Release Auto Charging

Patented Technology              Upload record automatically

Smart Key Locker

Item                                  Parameter

CUSTOMIZATION COLOR

Your Future Cabinet
Product Feature

56 VANMA SMART KEY LOCKER

Data Sheet

WM-2000C-EKB

10 keyholes 5 keyholes

Smart key locker, used for the centralized management of the smart 

keys. Access permission granting, record uploading, wireless charging 

makes the key locked more intelligent.



CENTRALIZED KEY MANAGEMENT

Grant Access Permission

Data Upload

Audit Trail

VANMA SMART KEY LOCKER 57

VANMA SMART KEY LOCKER



POWER CONSUMPTION

BODY MATERIAL

SURFACE

DOOR MATERIAL

BOX QUANTITY

SYSTEM

CPU

ROM

SCREEN

VERIFICATION

COMMUNICATION

READING DISTANCE

INPUT VOLTAGE

WORKING VOLTAGE

UPS POWER

WORKING TEMPERATURE

WORKING HUMIDITY

SERVICE LIFE

100W

COLD ROLLED STEEL PLATE, 1.5MM

ELECTROSTATIC SPRAY

COLD ROLLED STEEL PLATE, 1.5MM

20

WIN7

I5 RAM 4G

128G CAMERA: 2 MILLION PIXELS       

TOUCH

IC CARD/FINGERPRINT/FACE ID         

CABLE/OFFLINE

2-4CM

AC220V±10%, 50HZ±4%

DC12V, DC12V, DC5V

800W

-20 ℃~55 ℃

20%~95%, NO CONDENSATION

1 MILLION TIMES

Login to the system through face, ID card, and password verification, hand out/back

management of electronic keys, collect and upload data, key charging, and set work

tasks for keys through the system, truly realizing unattended keys management system.

SMART LOCOMOTIVE

KEY CABINET

SMART LOCOMOTIVE KEY CABINET

Department Information                                                 Staff Information

Key Information                                                              Report Enquiry

Item                                  Parameter

Interaction design Cabinet customization Process customizationCabinet customization

Your Future Cabinet

58 SMART LOCOMOTIVE KEY CABINET

Data Sheet

WM-2000C-KM01



WM-2000C-KM

16~520（ CUSTOMIZED）

IC CARD/FINGERPRINT/FACE ID/PASSWORD

14 INCH, TOUCH (CUSTOMIZED)

WINDOWS10

NET-WIRED、WIFI、4G/5G

1 MILLION

1.5MM COLD ROLLED STEEL PLATE

ELECTROSTATIC SPRAY

8MM TEMPERED GLASS，2MM METAL DOOR

DESKTOP (WALL HANGING), VERTICAL (FLOOR) OPTIONAL

AC220V±10% 50HZ±4%

AC24V, DC12V, DC5V

150W

-20°C~55°C

20%-95% RELATIVE HUMIDITY, NON-CONDENSING

MODEL NUMBER

KEY QUANTITY

VERIFICATION

OPERATION SCREEN

OPERATION SYSTEM

COMMUNICATION

SERVICE LIFE

BOX MATERIAL

SURFACE TREATMENT

DOOR MATERIAL

INSTALLATION

INPUT VOLTAGE

WORKING VOLTAGE

POWER

WORKING TEMPERATURE

WORKING HUMIDITY

Face ID

Key storage position

Reserved storage bit

Magnetic card identification
On-screen display

Independent storage cabinet

SMART KEY CABINET

16 Keys                     24 Keys 32 Keys                     48 Keys

Item Parameter

Flexible  Smart Stable

Floor Standing

Wall-mounted

SMART KEY CABINET        59

Data Sheet

520 Keys500 Keys200 Keys200 Keys

100 Keys 144 Keys

WM-2000C-KM

32 Keys



·   Graphical Operation Interface, Personnel Quick Search Tool

·   High-strength Stainless Steel Body, Providing Emergency Plan

·   Good Expansibility, Accept Customized Services

·   IC Card/Face Recognition/Password Authentication, Support Permission Setting

·   Authorized Management User, Time Period And Use Duration

· Flexible Management Can Suspend The Use Right At Any Time

·   Identify Different Alarm Categories According To The Site Conditions And Notify

Relevant Personnel

.   Automatically Record Operation Information

·   The Offline Use Is Available When The Network Is Disconnected, And The Ups

Power Can Be Switched When The Power Is Disconnected

180W

COLD-ROLLED STEEL PLATE, 1.2MM

ELECTROSTATIC SPRAYING

5MM ACRYLIC PLATE, 2MM METAL DOOR FRAME, 

SIGNAL SHIELDING FILM

WINDOWS10

14-INCH TOUCH SCREEN

IC CARD/PASSWORD/FACE

WIRED, WIFI

AC220V ±10% 50HZ ±4%

AC24V, DC12V, DC5V

-20 ℃~55 ℃

20% - 95% RELATIVE HUMIDITY, NON-CONDENSING

10 MILLION TIMES

SYSTEM POWER CONSUMPTION

BOX MATERIAL

SURFACE TREATMENT

CABINET DOOR MATERIAL

OPERATING SYSTEM

OPERATION SCREEN

BORROWING AND RETURNING METHOD

CONNECTION MODE

INPUT VOLTAGE

WORKING VOLTAGE

WORKING TEMPERATURE

WORKING HUMIDITY

SERVICE LIFE OF LOCK CABINET

INTELLIGENT TOOL STORAGE VEHICLE

Convenient and standardized tool management

Item Parameter

60 INTELLIGENT TOOL STORAGE VEHICLE

System Function

Data Sheet



Item Parameter

SYSTEM POWER CONSUMPTION

BOX MATERIAL

SURFACE TREATMENT

CABINET DOOR MATERIAL

OPERATING SYSTEM

OPERATION SCREEN

BORROWING AND RETURNING METHOD

CONNECTION MODE

INPUT VOLTAGE

WORKING VOLTAGE

WORKING TEMPERATURE

WORKING HUMIDITY

SERVICE LIFE OF LOCK CABINET

180W

COLD-ROLLED STEEL PLATE, 1.2MM

ELECTROSTATIC SPRAYING

5MM ACRYLIC PLATE, 2MM METAL DOOR FRAME,

SIGNAL SHIELDING FILM

WINDOWS10

14-INCH TOUCH SCREEN

IC CARD/PASSWORD/FACE

WIRED, WIFI

AC220V ±10% 50HZ ±4%

AC24V, DC12V, DC5V

- 20℃~55℃

20% - 95% RELATIVE HUMIDITY, NON-CONDENSING

10 MILLION TIMES

Graphical Operation Interface, Personnel Quick Search Tool

High-strength Stainless Steel Body, Providing Emergency Plan

Good Expansibility, Accept Customized Services

IC Card/Face Recognition/Password Authentication, Support Permission Setting                 

Authorized Management User, Time Period And Use Duration

Flexible Management Can Suspend The Use Right At Any Time

Identify Different Alarm Categories According To The Site Conditions And Notify 

Relevant   Personnel

Automatically Record Operation Information

The Offline Use Is Available When The Network Is Disconnected, And The Ups 

Power Can    Be Switched When The Power Is Disconnected

SMART TOOL STORAGE CABINET

Convenient and standardized tool management

INTELLIGENT TOOL STORAGE VEHICLE 61

SYSTEM FUNCTION

DATA SHEET



WHY CHOOSE VANMA

33 software copyrights                                                                                   patent certificates

TECHNOLOGY CERTIFICATION

PRODUCT CERTIFICATION

Dust Explosion  
-Proof Test

62 WHY CHOOSE VANMA

CE Protection Level TestPolice TestATEXFCC

Mission

Secure Your Facilities

Innovation

Lead the industries

Quality

30 Steps Test

Diversification

36 kinds of Lock

Customization

Based on the needs

of our customers

Service

One on One

ROHS



OUR FOOTPRINT

VISITING CUSTOMERS

INTERNATIONAL EXHIBITIONS 63

Germany Exhibition

Italy Exhibition

GERMANY

Visiting customers

American Exhibition

Dubai Exhibition
BRAZIL

Brazil Exhibition

ITALY

UK Exhibition
USA

UAE

Uk



ACCEPT COMPREHENSIVE CUSTOMIZED SERVICES

Software Design
Dozens of Staff Accompany with Every Detail

APP Design

Everything that you required, We Care

Packing Design

Making Extraordinary Experience

Product Design

For Your Unique Lock Design

Hardware Design
Think Different, Make Miracle

Laser Marking
Satisfied Demand Various

64 OEM SERVICES

Vanma Team Works Together With Customers At Every Stage Of Their Projects, We Always Try Our Best To Build 

Trust With Valued Customers And Work With Them To Identify The Best-fit Solutions For Their Requirements.

SERVICE-ORIENTED, CUSTOMER-NEEDS-BASED OEM



QUICK RESPONSE
100% Satisfaction

CFE MEXICO

Cylinder Design & Customize,

Lock Ring and Cylinder Adaptation

NATIONAL BANK OF EGYPT

Hi-Security Platform Integrated,

Device with Harden Material

MALAYSIA BASE STATION

Lock Body Design & Lock Protection

Case Design

HILTON HOTEL

Special Round Control Management         

Solution

NAFTEX, DOMINICIAN REPUBLIC

Cylinder Design & Customize, Lock

Handle and Cylinder Adaptation

URBAN STREET LAMP BOX

Customized Lock Structure, Platform

Integrated

OEM SERVICES 65



ADD: 3F,Block D07,SISP(Shenyang Intemational Software Park),

Hunnan District,Shenyang city,China, Post code:110167 .

TEL: +86-24-83782790/91/92 FAX: +86-24-83782780

EMAIL: sales@jwm-rfid.com

WEBSITE: www.jwm-rfid. com / www.lock manage. com

JWM HI-Tech Development Co.,Ltd

Facebook Youtube
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